
Finish
High gloss
black

Finish
High gloss
white

Thanks to its discreet and elegant design, the Jamo A320HCS6 Home Theatre speaker package will suit most small to average size living rooms. The well
thought-out design allows the speakers to be placed virtually anywhere – horizontally or vertically – on the floor or on the wall (wall-brackets and table-
stands are included – floor-stands are optional). For large rooms, the A340HCS7 is ideal. With larger A340 Surround speakers and a more powerful 10"
Subwoofer, it will fill a bigger room with sound, whilst still not cluttering the room with large speakers.

A340 HCS7

System consists of:
4 x A340 Surrounds,
1 x A3CEN.4 and 300 Watt 
10" Active Subwoofer (SUB300)

A320 HCS6

System consists of:
4 x A320 Surrounds,
1 x A3CEN.4 and 250 Watt 
8" Active Subwoofer (SUB250)

1968 was the humble beginning for Jamo in the Danish fishing vil-
lage of GlyngØre. Two young Danes, Preben Jacobsen and Julius
Mortensen decide to pursue their greatest passion by designing and
producing loudspeakers.
Together they founded the company Jamo, which takes its name
from the first two letters of the two men’s surnames: Jacobsen and
Mortensen. By 1994 Jamo officially became the biggest producer of
loudspeakers in Europe, and by the time the company celebrated its

30th anniversary in 1998, more than 11.5 million Jamo speakers had
been sold in more than 80 countries around the world.
Right from the start Jamo’s mission has been to produce sound solu-
tions that make a difference. With a continued focus on creating
synergies between innovative technology and renowned Danish
design, Jamo has remained one of the world’s most popular speaker
brands for 40 years – and has one of the most comprehensive ranges
of speaker systems on the market today.

Audiophile enthusiasts can revel in the outstanding performance of
the Reference standard R909, whilst iPod owners can enjoy the new
i300 – possibly the best sound in its class.
The appealing and elegant design of most products on this page is
the work of award-winning Danish team Smedegaard and Weiss –
two female designers internationally recognised for their ability to
successfully combine technical and aesthetic qualities with the
Scandinavian traditions of simplicity, functionality and purity

The Story of Jamo

Enhancing today’s lifestyle

A102

With its extremely compact size, you will enjoy
fantastic sound in your room without the need 
for large traditional speakers.

The A102 can also be mounted on the wall 
(wall-brackets included).

For extra sound in another room, the A102 
speakers are also available as pairs.

®

iPOD SPEAKER SYSTEMS

Add in the new Jamo DMR70 Digital Media Receiver – with 
built-in DVD/CD Player and USB input - and you can play almost
any format of Movie, Music – even MP3, MPEG4 and JPEG files.
The impressive list of features in the DMR70 includes HDMI and
Component Video output with Progressive Scan (for smooth and
well defined picture quality), an excellent Digital Amplifier (which
keeps all signal processing in the digital domain, maintaining the
absolute highest level of fidelity) and a Radio with 40 AM/FM 
presets. Two analogue audio inputs and two digital audio inputs
adds further flexibility for fabulous sound quality.

Optional: New DMR70

A102HCS5

A340 HCS7 / A320 HCS6

ACTIVE SUBWOOFERS

A102HCS5 Surround Speaker System

If you are looking for a competent, yet discreet 5.1
solution to match your current AV or DVD receiver, this
is it! This package includes 4 x A102/A10 Surrounds, a
dedicated A10CEN Centre channel and the powerful
SUB200 Active Subwoofer. The speakers feature a
unique, compact design and are available in high gloss
black , white and silver. As the elegant A102 speakers
are incredibly small, it is easy to integrate them into
most domestic environments, no matter which room
you intend to listen in

A340

Although the satellite speakers are relatively small,
they feature a highly compact two-way medium-
sized bass-reflex configuration – a 4" woofer and a
1" tweeter – with superior sound quality and high
power-handling. Mount the speaker on the wall with
the ingenious fittings supplied or on the dedicated
table-stand: it’s your choice as both are included.
Alternatively you can mount the speaker on the
optional A340FS floorstand

A320

The A320 is a very compact two-way satellite speaker
featuring a 31/4" woofer and a 1" tweeter.
It reproduces the mid and upper range frequencies
with full fidelity and very natural sounding vocals.

Mount the speaker on the wall with the ingenious 
fittings supplied or on the dedicated table-stand: it’s
your choice as both are included with the speaker.
Alternatively you can mount the speaker on the
optional A320FS floorstand

SUB200

This subwoofer has a 200 Watt amplifier and a
long-throw 8" woofer housed in a bass-reflex
enclosure which gives this subwoofer a level of
performance that is second to none. The auto
on / off and controls for level, cut-off 
frequency and phase, together with both line-
level and high-level inputs, makes it easy to
integrate with a range of front speakers

SUB650

The ‘King of Subs’, Jamo SUB650, is intended
for high-performance speaker systems. It fea-
tures a powerful front-firing design with an
explosive 12" long-throw woofer and a closed
cabinet to eliminate any port noise. It delivers
a breath-taking 650 W of peak power from
the BASH® amplifier. Contributing to its ability
of reaching down to an incredible 24 Hz is a
THX technology, variable Boundary Gain
Compensation (BGC) for optimum integration.
For custom applications, the SUB 650 also
features a 12V trigger input

SUB250

The 8" SUB250 incorporates its bass port into
the cabinet housing, a unique design resulting
in very deep bass down to 30 Hz – without the
large enclosure usually needed to achieve this.
It features a powerful BASH® amplifier capable
of delivering 250 W of peak power. This highly
efficient digital amplifier generates more
power with less heat than standard amplifiers.
The SUB250 also features a Bass Limiter,
ensuring that the sound reproduced is exactly
as it’s intended – clean and undistorted

SUB550

With frequencies as low as 26 Hz, the SUB 550
offers awesome performance for music and
movies. It features a 10" long-throw woofer
and an amplifier capable of delivering an awe-
some 550 W of peak power, all housed in
Jamo’s clever ‘slotted port’ cabinet. and The
flatter, more accurate bass response is partly
thanks to Boundary Gain Compensation (BGC).
This is a technology derived from THX and
allows for greater placement flexibility, by fil-
tering out the excessive bass sometimes expe-
rienced in certain rooms 
p
e
t

SUB300

The SUB300 is equipped with a powerful 10"
long-throw woofer unit housed in the unique
slotted port cabinet and a BASH® amplifier
capable of delivering 300 W of peak power.
The powerful amplifier, increased cabinet size
and unique design make this subwoofer capa-
ble of delivering both a higher sound pressure
level (SPL) and a flat frequency response, down
to 28 Hz. All delivered, of course, with maxi-
mum musical fidelity and a flat frequency
response. The SUB300 is equipped with a
front-mounted volume control for easy adjust-

A3CEN.4

The A3CEN.4 is specifically designed to work with both
the A320 and A340. This centre speaker features a two-
way system with two woofers and a tweeter. This results
in very natural vocals, giving perfect dialogue reproduc-
tion during movies. And the low-profile design offers a
perfect match for the new flat screen TVs on the 
market.The wall bracket allows users to tilt the speaker
upwards or downwards – so that, regardless of whether
it’s placed on top of or below the screen, it can be aimed
towards the listening position 

A3CEN.4 

A3CEN.4 

A320 

SUB200

See Active Subwoofer section
for product description

SUB300
See Active Subwoofer section

for product description

SUB250
See Active Subwoofer section

for product description

A102

A340

Finish
High gloss
black

Finish
High gloss
silver

Finish
High gloss
white

A10CEN

The A10CEN speaker (pictured right) is equipped with the
same driver configuration as A102 Surround speaker.

This ensures perfect integration with the A102 front speakers.
If the centre speaker is placed in the tilt-able wall mounting

system, it enables you to aim the sound output directly
towards the listening position.

The i200 is a fantastic way to share your music with your friends.
Just take the headphones out and click your iPod into the spring
loaded docking bay. This gives you and your friends direct access
to all the stored music while simultaneously recharging your iPod.
You can mount it on the wall or just set it on a table.

The i200 is the solution if you want a compact, minimalist system
with a big sound. Carefully selected speaker drive-units and
sophisticated electronics guarantee a musical performance that
belies the sleek, elegant design. This makes the i200 the ideal solu-
tion for the kitchen, office, bedroom or any other room where you
need easy access to musical entertainment.

i200 is also fitted with an auxiliary input that can be used to con-
nect MP3 players including mobile phones. In short, with the i200
you get easy access to your personal audio library, no matter what
the format.If you want a more powerful bass experience, just add a
subwoofer such as Jamo SUB200.

The new FM edition of the i200 features an AM / FM radio. It can
store upto 5 stations in the memory, also accessible via the remote
control

i300

The Jamo i300 is a stand-alone powered subwoofer / satellite speaker system that turns your
iPod into the heart of a full-fledged home entertainment system, offering Hi-Fi quality per-
formance.

Comprising a iPod control dock, a powerful active subwoofer plus two compact satellite loud-
speakers, all in iPod white or black.

But this 2.1-channel system’s versatility extends far beyond filling your room with tunes stored
on your iPod. The control dock (which also charges your iPod) is also fitted with an extra auxil-
iary input on its rear panel so that you can connect your PC, portable DVD player or games con-
sole. Still got another source that you want to hook up? No problem – there’s yet another
input on the subwoofer itself.

How can we guarantee hi-fi quality sound? Over 40 years of experience in Hi-Fi Loudspeakers
has gone into the design of this system

H I G H L I G H TS

Two-way system
Despite the small size of the satellite speakers, they feature a two-way sys-
tem – a woofer and a tweeter – that reproduces the mid- and upper range
frequencies with full fidelity. The result is a very natural sounding vocal
quality.

Magnetic shielding
The A320, A340 and A3CEN.4 are all magnetically shielded, making it possi-
ble to place the speakers close to a TV without distorting its picture tube.

Electronic overload protection
The electronic PTC resistor limits power to the loudspeaker if it becomes 
overloaded. When the volume is turned down again, the resistor cools
down and the sound is restored to its normal level 

Design
Thanks to their rounded profile, A3 speakers can be placed almost any-
where; horizontally or vertically on a bookshelf, on a wall, in a corner – the
only limit is your imagination.
Some accessories for different placement options are included with the
speakers

Optional accessories
A340FS / A320 FS – Designed especially for the A340 / A320, the stands fea-
ture clever cable management that completely conceals the speaker cables 

Finish
Black

Finish
Silver

i200

i200 FM

What is a subwoofer?

A subwoofer is a dedicated bass loudspeaker made specifical-
ly to reproduce sound at the lower end of the audio spectrum
under 200 Hz. As their popularity has gained, subwoofers have
become a natural and essential part of the home cinema and
stereo experience. Adding a subwoofer to your sound system

gives you a richer, more faithful audio representation of
movies, TV and music. The high-quality subwoofers of today
are always active with their own integrated amplifier and
power supply. A subwoofer must be able to handle extreme
power demands and peak loads. Designing a serious sub-
woofer is therefore a time-consuming, complicated task,

involving expensive materials and skilled engineers. by design-
ing a dedicated line of audiophile, high-quality subwoofers,
Jamo wants to demonstrate the difference a ‘real’ subwoofer
can make to your sound experience. Our goal is to develop
subwoofers that really fill out the wall of sound

Finish
Black ash

Finish
Dark apple

*black finish only 



Model System Woofer

inches / mm

Tweeter

inches / mm

Power* Watt 

long / short term

Sensitivity 

dB/2.8V/1 m

Frequency

Range Hz

Impedance

Ohm

Weight

kg

Dimensions

W x H x D  mm

S506 

S506HCS6

2-way bass reflex • 2 x 61/2 / 165 1/ 25 130 / 180 89 45 - 20000 6 15.2 195 x 1000 x 301

Finish

TECHNICAL SPECIFICATIONS

S506HCS6

A340HCS7 / A320HCS6

A102HCS5

iPOD SPEAKER SYSTEMS

ACTIVE SUBWOOFERS

®

Plays Audio CD, CD-R/RW, DVD-R/RW, DVD+ R/RW, DVD ROM (MP3, JPEG in DVD+/- R /
DVD+/- RW), MP3,WMA,VCD, SVCD, DVD, JPEG, KODAK Picture, MPEG4, DivX 3.11-
6/Ultra

Outputs HDMI, Scart, 2CH Audio L/ R, Speaker (FL,FR,C,SL,SR), Subwoofer pre-out (LFE),
Composite (CVBS) RCA, S- Video, Component RCA type (Y/ Pb/ Cb /Pr/ Cr), Optical,
Coaxial, Front panel: Headphone

Inputs Front panel: USB 2.0, AUX (MP3), Rear panel: 2CH Audio L/ R, Coaxial, Optical
Amplifier Class D, 5 x 65 Watts + LFE output for active Subwoofer
Surround decoding Dolby Digital, Dolby Pro-Logic II, DTS
Tuner AM / FM, 40 station memories
Progressive Scan Yes (PAL / NTSC)
Pass thru / Up-scaling DVD/SD up-scaling to 720p / 1080i
Dimensions (W x D x H) 430 x 360 x 52 mm
Weight 4 kg
Mains voltage 240 V
Mains frequency  50 Hz
Mains power <1 W (standby power)

Tuner preset stations 87.5MHz to 108MHz

Tuner range mono 11.2dbf / 1.0uV (75ohm)
Usable sensitivity stereo 11.2dbf / 1.0uV (75ohm)
Signal-to-noise ratio 55dB
Surround Frequency response 40Hz - 15kHz
AM suppression ratio 45dB
Image rejection ratio 65dB
Stereo threshold 17.2dB, 2.0uV (75ohm)
FM mono alternate channel attenuation 55dB IHF

DMR70 FEATURES I200 FM FEATURES

Distributed in Australia by QualiFi Pty Ltd  

Phone: (03) 8542 1111 email: info@jamo.com.au

www.jamo.com.au

SubwooferFront Centre Surround

Placement

S500
CEN 

2-way bass reflex • 2 x 4 / 102 1/ 25 100 / 140 87 75 - 20000 6 2.7 400 x 134 x 207

S502 2-way bass reflex • 4 / 102 1/ 25 80 / 130 86 80 - 20000 6 4.7 134 x 240 x 202

A340 

A340HCS7 / A320HCS6

2-way bass reflex •• 4 / 102 1/ 25 70 / 100 90 50 - 20000 6 2 160 x 225 x 132 

A320 2-way closed•• 33/4 / 95 1/ 25 50 / 70 88 95 - 20000 6 1 110 x 165 x 99

A3
CEN.4

2-way closed• 2 x 33/4 / 95 1/ 25 70 / 100 88
100 -

20000
8 1.7 300 x 113 x 116

A102 

A102HCS5

2-way closed•• 3 / 76 3/4 / 19 60 / 80 86
150 -

20000
6 0.7 91 x 91 x 92

A10
CEN

2-way closed• 3 / 76 3/4 / 19 60 / 80 86
150 -

20000
6 1.1 174 x 91 x 92

SUB
200

Bass reflex• 8 / 203 200 (Rated output)

650 (Rated output)

550 (Rated output)

300 (Rated output)

250 (Rated output)

200 (Rated output)

300 (Rated output)

36 - 150 22 k 8.4 230 x 303 x 430

SUB
650

Active Subwoofers

Closed cabinet 12 / 305 24 - 150 22 k 22.2 400 x 419 x 418

SUB
550

Slotted port 
cabinet

10 / 254 26 - 150 22 k 21.6 325 x 396 x 530

SUB
300

Slotted port 
cabinet

10 / 254 28 - 150 22 k 18.9 310 x 378 x 507

SUB
250

Slotted port 
cabinet

8 / 203 30 - 150 22 k 13 267 x 325 x 469

SUB
200

Bass reflex

•

•

•

•

• 8 / 203 36 - 150 22 k 8.4 230 x 303 x 430

i300
SAT

iPod Speaker Systems

2-way closed• 3 / 76 3/4 / 19 60 / 80 86
150 -

20000
6 0.7 91 x 91 x 92

i300
SUB

Bass reflex• 61/2 / 165 45 - 150 7.2 250 x 250 x 250 

i200
i200 FM

2-way• 2 x 23/4 / 70 
2 x 1/2 

/ 13
120 -

20000
3 380 x 125 x 95 *i200 FM black

 finish only




